Keystone

ENERGY TOOLS

CERTIFICATION

KEYSTONE ENERGY TOOLS certifies that the following equipment
has been manufactured, load tested, and monogrammed in accordance
with API SPEC 8C PSL1 requirements. The Equipment has also passed

our quality control department with the below results.

DESCRIPTION: KET 9 5/8" SLX-65 SIDE DOOR ELEVATOR F/API CASING
W/9.781" THRU BORE PSL 1 W/ AP 8C MONOGRAM

PART NO: E38-809-141 S/N 58367  INSPECTED
MATERIAL SPECIFICATION INSPECTED
BRINELL HARDNESS TEST INSPECTED
NDE INSPECTION INSPECTED
DIMENSIONAL INSPECTION INSPECTED
LOAD TEST INSPECTED
LOAD APPLIED 97.5 Tons INSPECTED
LOAD TEST DURATION 5 MINUTES INSPECTED

YES

YES

YES

YES

YES

YES

YES

YES

All KET Certifications will have an original effective date the same day as

original shipment.

Date Issued: 9/17/2025 Quality Rep. (_/%7%4




Pressure (in tons)

Certificate of Proof Load Test

Keystone

The following equipment has been proof load tested in accordance with API 8C specifications ENERGY TOOLS
The material has passed our quality control department with the following results.
Date September 9, 2025 Product Rating: 65 Tons
Part Number E38-809-141 Test Load: 97.5 Tons
Serial Number: 58367
KET 9 5/8" SLX-65 SIDE DOOR ELEVATOR F/API
Description: CASING W/9.781" THRU BORE PSL 1 W/ API 8C
MONOGRAM
Normal Test Duration = 300 seconds (5 minutes)
150.00
Tons
100.00 /=
50.00
0.00
50 100 150 200 250 300 350 400 450 500

Seconds elapsed at full pressure

[

Quality Representative:




Keystone

ENERGY TOOLS

MAGNETIC PARTICLE INSPECTION RECORD

DATE: September 11, 2025
DESCRIPTION: E38-809 SLX 65 Ton Elevator
KET S/N: 58367

This is to certify that all the assemblies referenced above have been inspected
by qualified personnel per ANST-TC-1A. The referenced equipment has been
found to be free of defects by using wet magnetic particle inspection method per
WI-005, KET-WP-01, ASTM E 709, & ASTM E 125.

INSPECTED BY: Tad Meaux SNT-TC -1A NDT Levelll

Tod M/



Certified Material Test Report

Keokuk Mills. LLC KEYSTONE ENERGY
dba Keokuk Steel Castings 3711 Melancon Road

3972 Main Street : Brussard, LA 70518
Keokuk Ia 52632 '

-45 -43 37.0 38.0 39.0 38.0 50.17 51.52 52.88 51.52

The above spec:men meets the minimum requlrements of the speaflcatlon requested on above referenced P 0 and MSS SP 55

The material on this certification was melted and manufactured in the United States of America.

Castings were austenitized at 1650 deg. F for 4 hours minimum, quenched in water to ambient temperature, tempered at 1100 deg. F For 4 hours minimum
Equivalent Round tested at ¥ T depth Test bar size Tx T = 4 x 4, Comments: 426, 434, 482

9/30/2024

initial:
Date:

Form DC24-01 Rev: 4



Certified Material Test Report

Keokuk Mills. LLC
dba Keokuk Steel Castings
3972 Main Street

KEYSTONE ENERGY
3711 Melancon Road
Brussard, LA 70518

From:

_ Casting
Data

The above speumen meets the minimum reqmrements of the spemflcatlon requested on above referenced P.O. and MSS»SP 55.
The material on this certification was melted and manufactured in the United States of America.

Castings were austenitized at 1650 deg. F for 4 hours minimum, quenched in water to ambient temperature, tempered at 1100 deg. F For 4 hours minimum
Equivalent Round tested at % T depth Test bar size T x T = 4 x 4; Comments: 426, 434, 482

8/22/2024

Form DC24-01 Rev: 4



Certified Material Test Report

KEYSTONE ENERGY
3711 Melancon Road
Brussard, LA 70518

Keokuk Mills. LLC
dba Keokuk Steel Castings
3972 Main Street
Keokuk Ia, 52632

From:

— B13159 4318 4/24/2025

Chjé_mical
Data

Dat 130,900

Ch:;i’:h ¥ °F e 1 2 3 AVG 1 2 3 AVG
:bét'a" -4 20 39.0 34.0 38.0 37.0 52.88 46.10 51.52 50.17
' -45 -43 29.0 26.0 25.0 26.6 39.32 35.25 33.90 36.06

The above spemmen meets the minimum requ:rements of the specification requested on above referenced P.O. and MSS-SP-55.

The material on this certification was melted and manufactured in the United States of America.

Castings were austenitized at 1650 deg. F for 4 hours minimum, quenched in water to ambient temperature, tempered at 1100 deg. F For 4 hours minimum
Equivalent Round tested at ¥ T depth Test bar size Tx T = 4 x 4; Comments: 426, 434, 482

R e _himin . 6/18/2025
R T T E ininak

Date:

Form DC24-01 Rev: 4



GERTIFICATE OF TEST

)
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K-09

Page 01 of 02

Certification Date
16-SEP-2024

CUSTOMER ORDER NUMBER ;
Invoice Number
14212 6201 LUMBERDALE S555510
HOUSTON TX 77092
CHARPY -4F
SOLDTO: KEYSTONE ENERGY TOOLS SHIP TO: KEYSTONE ENERGY TOOLS

3711 MELANCON RD
BROUSSARD LA

70518

3711 MELANCON RD
BROUSSARD LA 70518

Description:
1-1/8 RD X 12' R/L
HEAT: 75008334

Specifications:
ASTM A434 CL BC 18
ASME SA193 GR B7
ASTM A9%962 SEC 5 18
EN 10204 3.1

ASTM E10 18

4142 LCVN @ -4F PER ASTM A370

ITEM: 506039

ASTM Al93 GR B7 20
ASTM A29/A29M 16
ASTM Al08 18

CAT 1E0024

ASTM E45 METH A 182

Line Total: 8 BARS

MIC 12016 ADD1 SUPP1
ASTM A322 13

JDM AQ0 QL2

ASTM E112 13

ASTM A255 10

ASTM A304 16 ASTM E381 17 ASTM A370 19

ASTM E8
CHEMICAL ANALYSIS
C MN P S SI NI CR MO
0.42 0.96 0.011 0.027 0.27 0.11 0.88 0.17
Cu AL v B CA H
0.19 0.026 0.006 0.0003 0.0015 0.0001
RCPT: R&83300
VENDOR: MAGELLAN CORPORATION COUNTRY OF ORIGIN USA
MECHANICAL PROPERTIES
YLD STR ULT TEN %ELONG $RED HARDNESS
DESCRIPTION KSI KSI IN 02 IN IN AREA BHN
134.0 144 .0 16.0 57..0 285
initiai: __ /6%9 =
Date: _7- ] 7~

Material did not come in contact with mercury while in
our possession.

SHANE LU
a:ijii; ékféiszf;;giizj

Manager, Quality Assurance

The above data were transcribed from the manufacturer’s Certificate of Test after verification
for completeness and specification requirements of the information on the certificate. All test
results remain on file subject to examination.

‘We hereby certify that the material covered by this report will meet the applicable requirements
described herein. including any specification forming a part of the description.

The willful recording of false, fictitious, or fraudulent statements in connection with test results
may be punishable as a felony under federal statutes.



Angela Ritter
Text Box
K-09


-\

CERTIFICATE OF TEST RV age 02 of 03

Certification Date

o

16-SEP-2024
CUSTOMER ORDER NUMBER .
Invoice Number
14212 6201 LUMBERDALE 8555510
CUSTOMER PART NUMBER HOUSTON TX 77092 Ship# TE23343
CHARPY -4F P
SOLDTO: KEYSTONE ENERGY TOOLS sHIP TO: KEYSTONE ENERGY TOOLS
3711 MELANCON RD 3711 MELANCON RD

BROUSSARD LA 70518 BROUSSARD LA 70518

Description: 4142 LCVN @ -4F PER ASTM A370

1-1/8 RD X 12' R/L Line Total: 8 BARS

HEAT: 79009334 ITEM: 506039

END-QUENCH HARDENABILITY (JOMINY - RC)
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15
57 57 57 57 57 57 57 55 54 53 52 50 50 49 48

16 18 20 22 24 26 28 30 32
46 46 45 45 43 43 4l 39 38

e e ot s . o S v Sm = - S G G P WP M em T e MR N N R R W e e mm em e M MR R R MR TR TR Mm T m em MR MR W W e W e e WY MY A MR S G e R e e S E W e

o i o o e e e e W% S Gm G G P S e M e YR Sm e = e e ek M e m SR 4R MR e e e e e S e R W W W RGeS s G e M TR MR M M e e T SR R S S =

CLEANLINESS
A B C D
THIN THICK THIN THICK THIN THICK THIN THICK
MAX MAX MAX MAX MAX MAX MAX MAX
E45 1.9 0.6 1.0 0.0 0.5 0.0 1.0 0.5
STRAND CAST REDUCTION RATIO 82.5 TO 1 VACUUM DEGASSED

MATERIAL IS FREE FROM MERCURY CONTAMINATION
NO WELD REPAIR PERFORMED ON MATERIAL

THERMAL TREATMENT: OK

AUSTENTIZE TEMP 1640'F, 0.60 MINS/QUENCH 88'F/ 0.1 MINS/
QUENCH: WATER/TEMPER 1415'F, 0.60 MINS

MACRO: OK

MICRO1: OK

- - . - = Wt m Am 4m em e S e e Tm Em S e - M YR N G Gm s W e T o e R TE GE M R M R T T TR TR S R MR R RS e @S = -

COMMENTS
MELTED AND MFG: USA
ACCEPTED FOR PRIMARY 1E0509 SPEC ONLY PER CAT MILL HEAT 4-25-24

Material did not come in contact with mercury while in
The above data were transcribed from the manufacturer’s Certificate of Test after verification our possession.
for completeness and specification requirements of the information on the certificate. Al test SHANE LU.
results remain on file subject to examination.

We hereby certify that the material covered by this report will meet the applicable requirements
described herein, including any specification forming a part of the description.

The willful recording of false, fictitious, or fraudulent statements in connection with test results
may be punishable as a felony under fgdual statutes. Manager, Quality 7
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Gerdau Special Steel North America

5591 Mofrill Rd - Certified Ma'tEriaI Test Repoi't
@ GERDAU

Jackson, MI 49201 USA g
Monroe M|Il 3000 East Front Street :ngOéO 5 CT

Monroe. MI 48161 USA

[l

! Certified Material Test Report

Customer Order Number Customer Part Number Customer Part Description Date
216181 = 4140-155-1.125-12'6 7/11/2023

‘ Lot Number 1 Heat Number Heat Code
79003933402 79009334 79009334

T
Report To Ship To
MAGELLAN CORPORATION ’ ) MAGELLAN CORPORATION
1650 LAKE COOK RD I 1650 LAKE COOK RD
STE 300A ; d DEERFIELD, IL 60015
DEERFIELD, IL 60015 | USA
) : ORDERED
[ Grade Sizé Size U of M length  ° Length U of M
414074142 1.12500 i ©o|o 12'0600/00" IN

| . Customer Specifications

MIC 12016 ADD 1 SUPP 1 8/8/16; ASTM A193+ 20 B7 8 A434-18 BC ASME SA193 GRADE B78 ASTM A29/A29M-1681 A434/A434M-18 CL BC & A322-138 |

A962-19 SEC 58 A108-18; FULLY KILLED; CAL/AL TREATED FOR CASTABILITY; WATER QUENCHED; STRESS FREE; JOM AC QL-2 7/18; +/-10 GAUSS; #1580; EN

10204 3.1; VACUUM DEGASSED CAT 1E0024; ASTM £112-13; ASTM E10-18; ASTM E45-18A METHOD A/QL-2; ASTM A255-10; ASTM A304-16; ASTM E381-17;
A108-18 BHN 269 to 321

JOMINY STD THEORETICAL

!

JO1 JO2 JO3 JO4 JOS JOs JO7 J08 JO09 J10 Ji1 J12 J13 J14 J15 116 J18 J20 322 J24 )26 J28 J30 J32
57 57 57+ 57 57 5?'57 55 54 53 52 S50 50 49 48 46 46 45 45 43 43 41 39 38

i MICROCLEANLINESS JK

A B C D
Page 10of 4 !

| CHEMISTRY CERT
1
c Mn I e s Si Ni cr Mo
042 0.96 . oom 0.027 0.27 0.11 0.88 017
Cu Al v ~ B Ca DI_1_1E24
0.19 0.026 ; 0.006 0.0003 0.0015 5.38
.1, _ EMJ CERTIFICATE OF COMPLIANCE
i CHEMISTRY CERT We certify that this shipment of material conforms to the
; applicable sr_ecrflcan?s showg on the pur hase order,
. Customer d {’ 7
HYDROGEN = 1.90 PPM : CustPO 1421
; Cust PN 4.44;217/ #
: Invoice # _S
i . GRAIN SIZE Spec # ,S/SA[§ 7—;.% 45.7__—4 z
i Heal# 7 30L 923 = ,f
i 100% OF GRAINS MEET SPECIFICATION aie 9 /y v/ 2052/ — S
ASTM E112-13 GRAIN SIZE 5-8 i ¢ —
| , :
: HARDNESS BHN QUENCH 8 TEMPER
i .
SURFACE -
F1 = 285 BHN |

70

We certify that these data are correct andin compliance with specified requirements. If there are any issues or concerns please contact Chad Thomas at
! chad.thomas@gerdau.com or (734) 384-6593
Gerdau Special Steel North America \

5591 Morrill Rd l
Jackson, M1 49201 USA : /
Monroe Mill; 3000 East Front Street : ‘

Thomas, Chad
Monroe-MI 48161 USA : A

aI' Manager

Continued on next page.




|
1]
!
.

Gerdau Shecial Steel North Ameri ope, . C
591 MordllRd Certified Material Test Report

GQ GERD AU Jackson, li/ll 49201 USA

Monroe Will: 3000 East Front Street
Monroe, Ml 48161 USA

. i Certified Material Test Report
Customer Grder Number Customer Part Number Customer Part Description Date
216181 . 5,4140-1 55-1,125-12'6 7/11/2023

Lot Number , . Heat Number © Heat Code
7900833402 ° i 79009334 75009334
Report To . Ship To
MAGELLAN'CORPORATION ‘ MAGELLAN CORPORATION
1650 LAKE COOK RD : 1650 LAKE COCK RD
STE 300A . DEERFIELD, IL 60015
DEERFIELD, iL 60015 : i USA
ORDERED
Grade Sizé Size U of M Length Length U of M
4140/4142 112500 oI 12106 00/00° IN
i Customer Specifications

MIC 12016 ADD 1 SUPP 1 8/8/16; ASTM A193-20 B7 & A434-18 BC ASME SA193 GRADE B7& ASTM A29/A29M-16& A434/A434M-18 CL BC & A322-13&
AS62-19 SEC 58 A108-18; FULLY KILLED; CAL/AL TREATED FOR CASTABILITY; WATER QUENCHED; STRESS FREE; JOM AO QL-2 7/18; +/-10 GAUSS; #1590; EN
10204 3 { VACUUM DEGASSED CAT 150024 AS!' ME1 12-13. ASTM E10-18 AST M E45o18A METHOD A/QL-2; ASTM A255-10; ASTM A304-16; ASTM £381-17;

69 10 321
T H T "R
05 0.0 10 05
03 00 10 05
i SURFACE FINISH RA
|
CAPABLE OF LESS THAN OR EQUAI.;TO 1.00 MM RA MAX
‘ {
i MACROSTRUCTURAL FMB
, PLATE 1 PLATE 2 = NONE .
s | R R -
FRONT ' 1 1 .
MIDDLE 1} 1 1
BACK 1 1 1
i
TENSILE KSI QUENCH & TEMPER GAUGE LENGTH = 2.0°
' .
TENSILE KSI YIELD (‘euuosrssn % ELONGATION REDUCTION OF AREA
1440 KSI ' 160% 57.0%
$ F1 oz% OFFSET = 134KS)

8" SAMPLE TAKEN AT MID-RADIUS & 1* BELOW THE SURFACE; SAMPLE LOCATION - PROLONGATION OF BAR CERTIFIED PROPERTIES
REPORTED ARE DERIVED FROM SAMPLING OF PRODUCTION MATERIAL; NO SEPARATE SAMPLES

QUENCH MEDIA
) T‘EAPERATURE ' TIME (MIN) QUENCH MEDIA

AUSTENIZE 154? OEGREES F 0.60 MINUTES
]

Page2of4 H
We certify that these data are correct and ji jn compliance with specified requirements. If there are any Issues or concerns please contact Chad Thomas at

chad.thomas@gerdau.com or (734) 384-6598

Gerdau Spedal Steel North America

. 5591 Morrill Rd . ;
Jackson, MI 48201 USA ! ) /
Qusliy Manager

Monroe Mill: 3000 East Front Street

Thomas, Chad
Monroe, M| 48161 USA el aoaese




Gerdau Shecial Steel North America

— 5591 Morrll R Certified Material Test Repo
GQ GERDAU Jackson, I:M 49201 USA . p rt
Monroe Milk 3000 East Front Street
Monroe, M1 48161 USA
j Certified Materia} Yest Report
Customer Order Number ! Customer Part Number . Customer Part Description Date
216181 ) 4140-155-1,125-12'6 . . 71172023
Lot Number Heat Number Heat Code
7900933402 : 78009334 73009334 '
Report T ’ ShipTo
MAGELLAN CORPORATION | MAGELLAN CORPORATION
1650 LAKE COOK RD H 1650 LAKE COOK RD
STE300A - | DEERFIELD, IL 60015
DEERFIELD, IL 60015 , USA
) ORDERED :
Grade Sinﬁ Size U of M Length Length U of M
4140/4142 1.12500 ! Di 12°0600/00" IN
' ’ Customer Specifications

MIC 12016 ADD 1 SUPP 1 8/8/16; ASTM A193-'20 B7 & A434-18 BC ASME SA193 GRADE B7& ASTM A29/A29M-168 Ad34/A434M-18 CL BC & A322-13&
A962-19 SEC 58 A108-18; FULLY KILLED; (‘AU@L TREATED FOR CASTABILITY; WATER QUENCHED; STRESS FREE; JOM AO QL-2 7/18; +/-10 GAUSS; #1580; EN
10204 3.1; VACUUM DEGASSED; CAT 1E0024; E112-13; ASTM E10-18; ASTM E45-18A METHOD A/QL-2; ASTM A255-10; ASTM A304-16; ASTM E381-17;
ASTMLA R-16: I R PO RDAR S ]R8 £9 30.321 N

AT08- i

QUENCH 88 DEGREES F 01 MINUTES WATER
TEMPER . 1415 DEGREESF 0.60 MINUTES
QUENCH MEDIA NOT TO EXCEED 100F AT START OR EXCEED 120F AT ANY TIME DURING THE QUENCH CYCLE

| " REDUCTION RATIO

825N

. CIRCOGRAPH

MATERIAL 100% CIRCOGRAPH INSPECTED FOR SURFACE IMPERFECTIONS

t
!
!

3of4 .

We certify that these data are correct and In compliance with specified requirements, If thera are any issues of concems please contact Chad Thomas at
. ! chad.thomas@gerdau.com or (734) 384-6598
Gerdau Special Steel North Americe H

Thomas. Chad | )

5591 Morrill Rd .

Jackson, M1 43201 USA ‘ : /

Monroe Mill: 3000 East Front Street | ' )
Quality Manager

Monroe, M! 48161 USA ] e
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Gerdau Squial Steel North Amem:a

) 5591 MorliRd Certified Material Test Report
GQ GERD AU Jackson, Ml49201 UsA ‘ )

Monroe Mlll 3000 East Front Street
Menroe, MI 48161 USA

Certified Material Test Report
Customer Order Number Customer Part Number Customer Part Description Date
216181 - | 4140-155-1.125-12'6 7/11/2023
- Lot Number Heat Number Heat Code
7900933402 . 73009334 78009334
Remeo! . Ship To

] .
MAGELLAN CORPORATION . ] MAGELLAN CORPORATION
1650 LAKE COOK RD . 1650 LAKE COOK RD
STE 300A DEERFIELD, It 60015
DEERFIELD, IL 60015 USA .

ORDERED
Grade Size Size Uof M Length tength U of M
4140/4142 1.12500 i DI 12'0600/00" IN ,
i Customer Specifications

]
MIC 12016 ADD 1 SUPP 1 8/8/16; ASTM A193-20 B7 & A434-18 BC ASME SA193 GRADE B7& ASTM A29/A29M-16& A434JA434M 18 CL BC 8t A322-13&
A962-19 SEC 5& A108-18; FULLY KILLED; CAI./A'L TREATED FOR CASTABILITY; WATER QUENCHED; STRESS FREE; JOM AO QL-2 7/18; +/-10 GAUSS; #1530; EN
10204 3 1 VACUUM DEGASSED‘ CAT 1€0024; ASTM E112-13, AST M 510-18 AST M E45-13A METHOD A/QL-2; AST! M A255-10; ASTM A304-16; ASTM E381-17;

“* MATERIAL 100% MELVED AND MANUFAGI‘URED iN THE U.S.A BY THE ELECTRIC ARC FURNACE AND CONTINUOUS CASTING METHOD. THE
PRODUCT HAS NOT BEEN REPAIRED BY WELDING AND THIS MATERIAL HAS NOT BEEN EXPOSED TO MERCURY OR TO ANY OTHER METAL
ALLOY THAT IS LIQUID AT AMBIENT TEMPERATURES DURING PROCESSING OR WHILE IN OUR POSSESSION. GERDAU MONITORS ALL
INCOMING SCRAP AND ALL HEATS OF STEEL TO ENSURE THAT PRODUCTS SHIPPED ARE FREE OF RADIOACTIVE MATERIAL.

! . _ «
GERDAU'S STEEL IS 100% RECYCLABLE, SUPPORT THE CIRCULAR ECONOMY THROUGH OUR METALS RECYCLING PARTNERSHIP. FOR DETAILS,
VISIT WWW2.GERDAU. COM/METALS-R'ECYCUNG OR CONTACT METALSRECYCL!NG@GERDAU COM.

N

e o o — s & = 5 et e S e S o St g L ekt

Paged of4 :
We certify that these data are correct and

§n compliance with specified requirements. If there are any issues or concerns please contact Chad Thomas at
chad.thomas@gerdau.com or (734) 384-6598

e i e —— e —————_ e~ o .

Gerdau Special Steel North America

5591 Morrill Rd i .
Jackson, M} 49201 USA . /
- Quality Mansger

Monroe Mill: 3000 East Front Street Thomas, Chad

Monroe, M1 48161 USA




MAGELLAN

CORPORATION
T SoaTade company
1650 Lake Cook Road Suite 300A Deerfield, It 60015 USA

Telephone: (847) 205-1155

- MOR: 424448 - . -
SR: 20284656

Sold To: EMJ-Schaumburg
Producmg Mill: Gerdau Specaal Steel Narth America

' Customer PO/ Item ;-. - Bundle# ' o L et | “, . . .-.Pieces Wéfght,

. Pounds’,

P301817-423 /506039 953938 ' 4140- CFQTS BRRD-1.1250 } 79009334 /7900933402 t o136 | 5781

P301817-423 /506039 | ' :
................................ i ' i

P301817-423 / 506039 : :

Page 1 of 1



EMJ COMPANY
4142 CF
Customer Info; 1-1/8 RD X 6-LG TPC

Customer:
Material:

Specification:

Equipment used:

Qual Concepts Labs
vl
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Charpy Impact Test Report D41849

HT # 79009334

LCVN @ -4F PER ASTM A370

AGCGREDITED

PO #: W766187
Pieces: 1

SATEC SN:1684 Calibration Date:  07/12/2024 Calibration Due Date: ~ 07/12/2025
TEGAM THERMO SN:840 Calibration Date:  06/14/2024 Calibration Due Date:  06/14/2025
Charpy Results: 55mm x 10mm x 10.0mm
No. Temp. Location Ft/Lbs % Shear MLE
1 -4F LCVN 77-79-75- 100- 100- 100- 39- 43- 40-
Comments:

SO# $555510

Date: 09/12/2024 Operator:

JON DOWN

7825 Hillmont, Houston, Texas 77040 PH: (713) 690-2703 FAX: (713) 460-8636

www.qualconcepts.com




K-37

CERTIFICATE  Rev
Fa NIAGARA mioms T
Midlothian TX 76065
. DATE
LASALLE CERTIFICATION [~
A CORPORATION PAGE
2
s MARCO STEEL & PURCHASE ORDER M O-114250
H  ALUMINUM INC oroer 1187126-1
' P.0.BOX 60475
P MIDLAND TX 79711 CUSTOMER ITEM mem  110750132Q03
USA craoe QT4140 SHAPE  Round
° sizé 00,7500 szemM 19,0500 MM
LENGTH 11'0"/12' 6" LeNncTHMM  3352.8 / 3810
4140/42 Q&T CD SR 130K MIN TS 110K MIN YS 16% MIN EL 50% MIN R/A BHN 269/321 AIM 302 MAX SHEAR 3 CUTS 11FT TO 12FT6"
CUT PHY TEST ROTO TEST Spec/Rev:
HEAT | crampracTicE | SOURCE / MELTED | cast | reouctionmramo | DI
5393622 FINE(5-8) Republic Steel (USA)
EREMETRY g
P s st NI
0.014 0.025 0.240 0.100
N TE AS PB SE Bl B NB
0.005 N/A N/IA N/A N/A N/A NIA
IMECHARICAL - : i S A e s b e SRR
JoB TENSILE .2% YIELD ELONG ROF A HARDNESS .02% YIELD SR TEMP
HS55605 148,711 PSI 135,721 PSI 20.70 57.70 HBN = 302 138,592

HARDENABILT

T

PIECES

PIECES
107

WEIGHT (LBS)
1,930

LoT
6470322

H855605

| .l;JE;G;lT (Lﬁﬁ) : |

LoT

scaled weight.

Piece counts are a mathematical calculation based on the actual bundle weight. and the average length of the bars in a bundle, This may not re
the actual amount of pieces in the bundle and should be used for informational purposes only. All Bill of Lading and Invoicing is done us

o Steel & Alum, InG.
that thig isl atrue
of the origing!
i pn il

warc
ngmﬁﬁ
(#{#)

poﬂ il
Vvendor.

ol

Initial:

Date: _[(-9.£ -8 fz

resent
e actual

#

ing t

CERTIFICATE OF TEST

By: LA lB A "

WE, hereby certify that these goods were produced in compliance with all applicable requirements of sections 6, 7, and |2 of the Fair Labor Standards Act,
as ameneded, and all regulations and orders of the United States Department of Labor issued under section 14 thereof. Material was not exposed to mercury
or any metal alloy that 1s liquid at ambient temerature during processing or while in our possession. No weld repairs performed on the above material.

Walter P. Kretzler - Director of Q.A./Chief Metallurgist



Angela Ritter
Text Box
K-37


ISOIIEC 17025 2017 Accredlted i PJLA #87082 Testlng

¥ Labs tumsemms T N -

Ltd. 6722 Guhn Rd ¢ Houston TX 7?040 * Telephone (7’13) 460 3655

Report Date: 11/19/2024
Report No: 1136410.00
Rev: A
Cust Acct: TUBO41
To: Tube Supply, Inc.
4669 Brittmoore Road
Houston, TX 77041

Ordered By: JGUIDRY PO: S 52012468 01

Material: 4140 CF .75"0D x 7"Long Test Piece
Heat/ID: 5393622

Job Info:
I . Charpy Test Results
No. Temp Location Foot Pounds %Shear Mils Lat Exp
1 -45°F LCVN 72-68-54 100-100-100 37-34-28

Unless otherwise stated, Charpy Impact specimens are V-notch 10 x 10 mm. Tested with 8 mm striker.

Wvmne Foeesdundo

Yvonne Arredondo
Team Lead Documentation Specialist

Qur ¢

sample
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