Ramey Martin

910 Coteau Road * New Iberia, LA 70560 Ph. (337)367-7497 Fax (337)364-5944 www.rameymartin.com

11-127

RMET 3 1/2" - 4 1/2" 6 SEGMENT TYPE "T" SAFETY CLAMP
COMPLETE W/ WRENCH

SERIAL NO.: 27246

S/N: 27246



RAMEY MARTIN ENERGY TOOLS
CERTIFICATION

The following equipment has been manufactured and accepted by our
Quality Department in accordance with APl Spec 7K, approved RMET
specifications, quality procedures, and/or customer specifications..

PART NUMBER: 11127

DESCRIPTION: RMET 3 1/2" - 4 1/2" 6 SEGMENT TYPE "T" SAFETY CLAMP
COMPLETE W/ WRENCH
SERIAL NO.: 27246 DATE ISSUED.: 05/05/2026

VERIFICATION PROCESSES INCLUDE:

DIMENSIONAL INSPECTION

FUNCTION TEST

MATERIAL CERTIFICATIONS

NDE IN ACCORDANCE WITH ASTM E709

All personnel performing Magnetic Particle Inspections are qualified to ASNT TC-1A
Level Il (minimum). No relevant indications outwith the applicable acceptance criteria
were detected.

910 Coteau Road
a-b(.‘é New Iberia, LA 70560

Tel. (337)367-7497

\\ Quality Representative Fax (337)364-5944

Z

S/N: 27246


shipping
Date


DAL-AIR TOOL CO., INC.

s DAL-AIR CASTINGS, INC.
P.C. Box 280 - 581 Industrial Blvd.
POINT, TEXAS 75472
(903) 598-2226 Fax (903) 598-2228
www.dalaireasting.com @ 156 90G1.2015 Registersd

Certificate of Conformance

Customer: 7080 - RAMEY MARTIN ENERGY TOOLS Shipping Number: 810969
Printed Date: 9/30/2025

Sales Order Number PO Number PO Line Page: 1of1

S07445 129185 1 Quantity: 106

Customgr"i’a'rt: Number Part Number Y
11-109-C D70807447 - 11-109 END LINK PIVOT BLOCK

Alloy Drawing Number DraWj_ngﬁ Rev
8630 - 8630 CARBON STEEL 11-109-C 0

Work Order Number Heat Code

W02285 1000220813

We certify the parts listed above have been carefully inspected and have been found to be in new and unused
condition and comply with the requirements of the contract.

We hereby certify that materials, processes and finished parts in connection with this order were controlled
and tested in accordance with applicable specifications and that specified test records and/or certificates of

conformance are on file subject to examination.

This material was manufactured in the United States.

Specs

RMS-060: RAMEY 8630 SPEC Rev:A
Part Text

BATCH/HEAT ID"S"

APPROVED OCT 14 2125

P

All Non-Destructive Testing inspectors have been certified as j
Level Il or Lev Mil-Std-410E. Castings are free from mercury Z' M
aDa enhoh, LY

contamination.

Authorized Signature
Form 8.1-18 Rev. 10/6/23
S/N: 27246



) Heat Treating and Tosting performed at Fi. Worth location Work Order: 455159
TEXAS HEAT TR EATING. INC. ASHI000 / IS0 3001:2015 certified quality system Certification I1D: 4551659-1
REGIONAL HEAT TREATING CENTER
£55 Tewis Ave. 5003 North Freeway Date: 9/23/2025
horivtri U E CERTIFICATION Page: 1of1
To: Dal-air Castings, Inc Purchase Order No:
H“‘.'y 69 Nw Material; |8630
Point, TX 75472 USA
Spec(s):
Container Type [ Qty
Wire Basket(Small) I 1
Quantity Part Number / Part Name / Part Description - Pounds
' 111 | D70807447 11-109 End Link Pivot Block 367.19
Add'l Info: Customer Name/ PO# RMET/139185 Heat No 1000220813 TEST BARS 4)
NEED ONLY 1 TEST
Heat Treating Details:
[1] Normalize,at 1850°F, 2 Hours, Air Cool
[2] Temper,at 1250°F, Air Cool
[3] Harden,at 1600°F, Oil Quench
[4] Temper, 1100°F, Air Cool
Certification Statement:
Process: 8630-Normalize/Harden-269:302 HBW-%-%-RMS-060 Rev A-FW
In Accordance with Spec(s): RMS-080, Rev A
Inspection Type Units / Scale Minimum Req. Maximum Regq. Results Qty Tested Date / Comments
Surface Hardness - HBW HEW 0 )
Meathod: E10, Type A) 260 , 296 5 Date Testad 9/21/2025
Tensile Strength, Method; ASTM
EB/ESM and ASTIM AEEL Ks| 120.000 126.000, 126.000( 1 Date Tested 08/04/2025
Yield Strength, 0.2% Offset,
Method: ASTM E8/EBM and KSI 110.000 112,000, 112.000 1 0.2% offset
ASTM A370
Elongation, Method; ASTM o : H e !
E8/E8M and ASTMA370 - -~ [~ % — | .—— 1 = - - =20, 20~- = 1*Initial gage
Reduction of Area, Method: L )
ASTM EB/ESM and ASTM A370 % 25 54 54 1 0.249 initial diameter

IMPORTANT STATEMENT:

All test specimens and testing conform to applicabls ASTM Standards, unless otherwise specified per written customer requirement. Results apply to the sample(s) tested and/or -
inspected and are not necessarily indicative of tha quality of apparently |dentical or simitar products and do not extend to the ot or batch from which tested components were drawn,
use of Texas Heat Treating's client and may not be published or reproduced, except in full, withou

The Informaticn in this Certification is intended for the

expressed consent. Texas Heat Treating accapts no responsibllity or liabllity for results due to nen-representative test items, Improper sampling, in;sufﬂcien
Material submitted to Metallurgical Lab will be discarded after 30 days, excepts by prior written agreement. Inspection Types designated with an " are no

of accreditation for ISC 17025:2017,

Contract Review Specialist
Texas Heat Treating, Inc.

Texas Heat Treatlng, inc. 155 Texas Avenue, Round Rock, TX, 78680, USA hitpsiitexasheatireating.conv Ph {§12) 255-5884

S/N: 27246

. ’ * 9 33;25-

Fax: (§12) 238-6408

t Texas Heat Treating's
{ testing, or misinformation,
tincluded In the THT scope



Document;
s CERTIFICATION
o Magnetic Particle Inspection
Dal-Air Castings %
T THwy 69 NW Phone: 903-598-2226
Point, Texas 75472 Fax: 903-598-2228
1 Part Number /7= /08 |
2 | Customer ,Zﬂ,,_.,f_ S BN
3 | Alloy $680 HT Condition for_ mis ~069
4 Yendor Heat # /000 g24.0%13 | Heat ID Code )
5 | PO Number 1267 5
6 | Traveler/ w/ Release # 2447
7 | Quantity 700
8 | Inspected per ASTM E125-63
9 | Acceptance Criteria | MSS-SP 53
Quantity Inspected Number Rejected Number accepted
70¢ Q /P

DATE COMPLETED: ?’A A
LEVEL Il APPROVAL: ,\%/e%/{; o

Form 8.6-4 8/12/21
S/N: 27246



DAL-AIR TOOL CQ., INC.

wa DAL-AIR CASTINGS, INC.
P.O. Box 280 - 591 Industrial Bivd.
PCINT, TEXAS 75472
(903) 598-2226 Fax (803) 598-2228
www.dalaircasting.com

>

8 IS0 9001:2015 Registered

Certificate of Conformance

I . Shipping Number: 809816
' Printed Date: 4/15/2024 -

Page: 1of1
-_806627 : 126470 2 . ' Quantity: 133 .

:11-108 ' . D70807446 - 11-108 END LINK SCREW

8630 - 8630 CARBON STEEL 11-108 - 0

f,‘

W00604 o : 5395871

We certify the parts listed above have been carefully inspected and have been found to be in new and unused
condition and comply with the requirements of the contract.

We hereby certify that materials, processes and finished parts in connection with this order were controlled
_and tested in accordance with applicable specifications and that specified test records and/or certificates of
conformance are on file subject to examination. _ \ :
| R oy W

_This material was manufactured in the United States.

RMS-060: RAMEY 8630 SPEC Rev:A

BATCH/HEAT ID "P"..

All Non-Destructive Testing inspectors have been certified as
Level I or Lev Mil-Std-410E. Castings are free from mercury
contamination. '

Authorized Signalure

. Form 8.1-13 R§7ﬁ/25’l§37246



- Heat Treating and Testing performed at Ft. Worth location Work Order: 436141
TEXAS HEAT TREATING, INC. ASS100 ! . Certification ID: 4361411
REGIONAL HEAT TREATING CENTER D150 9001:2015 ceriified qually system o I:i Date:
:ziii;;:scf:x s Eows ﬁfwiﬂ 150 17025:2017 accredited laboratory z‘.m;u;%ﬂ Paagt:: ?/;?/12024
512) 255-5884 72)263-9755 '
CERTIFICATION
To: 33\);3&0'3;“”95’ Inc Purchase Order No: [26230
Point, TX 75472 USA Material: |8630
Spec(s):
Container Type I Qty
Wire Basket(Large) / 1
Quantity Part Number / Part Name / Part Description Pounds
160 | 11-108 End Link Screw T Clamp 676.80

Heat Code #: 5395871, Add'l Info: Cust/PO# RMET/126470 4 TEST BARS

Heat Treating Details:
[1] Normalize, 1650 °F,

[2] Temper, 1250 °F, Air Cool
[3] Harden, 1600 °F, Oil Quench
[4] Temper, 1100 °F, Air Cool

Certification Statement:

Process: 8630-Normalize/Harden-269:302 HBW-%-%-RMS-060 Rev A-FW
In Accordance with Spec(s): RMS-060, Rev A

Inspection Type Units / Scale Minimum Req. Maximum Req. Results Qty Tested Date / Comments

Surface Hardness - HBW

(Method: E10, Type A) HBW 0 252, 300 15 Date Tested 3/8/24

Tensile Strength (Method: W Iiai

E8/ESM) KSI 120.000 135.000, 135.000 1 1" Initial Gage

Yield Strength, 0.2% Offset

(Method: ES/E8M) KSli 110.000 122.000, 122.000 1

Elongation (Method: E8/E8M) % 14 20,20 1 1" Initial Gage

Reduction of Area, % (Method o .

ES/ESM) %o 25 30,30 1 0.254" Initial Diameter
APPROVED_ APR 2'3 2024

IMPORTANT STATEMENT:

All test specimens and testing conform to applicable ASTM Standards, unless otherwise specified per written customer requirement. Results apply to the sample(s) tested and/or
inspected and are not necessarily indicative of the quality of apparently identical or similar products and do not extend to the lot or batch from which tested components were drawn.
The information in this Certification is intended for the use of Texas Heat Treating’s client and may not be published or reproduced, except in full, without Texas Heat Treating's
expressed consent. Texas Heat Treating accepts no responsibility or liability for results due to non-representative test items, improper sampling, insufficient testing, or misinformation.
Material submitted to Metaliurgicai Lab will be discarded after 30 days, excepts by prior written agreement. Inspection Types designated with an “*" are not included in the THT scope
of accreditation for ISO 17025:2017.

AmZer Morales

Contract Review
Texas Heat Treating, inc.

WEENT OHECH... .
‘?f)s*/;%_m

4

FR

Texas Heat Treating, Inc. 155 Texas Avenue, Round Rock, TX, 78680, USA '

S/N: 27246

hitps:f/téxasheétlreating’.coml ‘Ph: (512) 255-5884 Fax: {512) 238-0408



Document:

'CERTIFICATION

g e Magnetic Particle Inspection

AT | Hwy 69 NW Phone: 903-598-2226
Point, Texas 75472 Fax: 903-598-2228

1 Part Number 2/-19%

2 | Customer Abstng prsmr .

3 | Alloy - | ew3g ' | HT Condition

4 | Vendor Heat # 5395¢7 Heat ID Code

5 PO Number L2070

6 Traveler/ w/ Release # 2446 ~/9

7 Quantity

8 | Inspected per ASTM E125-63

9 Acceptance Criteria | MSS-SP 53

Quantity Inspected Number Rejected Number accepted

g23 MW
/ ppPROV |
DATE COMPLETED: 4?/ /2 ‘i% A as

LEVEL II APPROVAL: /%

Form 8.6-4 8/12/21
S/N: 27246



DAL-AIR TOCL CO., INC.

dva DAL-AIR CASTINGS, INC.
P.O. Box 280 - 591 Industrial Bivd.
POINT, TEXAS 75472

www.dalaircasting.com

Certificate of Conformance

Customer: 7080 - RAMEY MARTIN ENERGY TOOLS Shipping Number:
7 Printed Date:

Sales Order Number PO Number PO Line Page:

507469 . 129364 2 Quantity:

Customer Part Number Part Number

11-102 o D70807445 - 11-102 INT SEG FOR SAFETY CLAMP

Alloy it Drawing Number

8630 - 8630 CARBON STEEL 11-102

Work Order Number _ : -the‘at.ijé."tie

W02372 20922250

(903) 598-2226 Fax (903) 598-2228
@ IS0 9001:2015 Repistored

811176

12{31/2025

1o0f1
197

Drawing Reﬁ;

We certify the parts listed above have been carefully inspected and have been found to be in new and unused

condition and comply with the requirements of the contract.

We hereby certify that materials, processes and finished parts in connection with this order were controlled
and tested in accordance with applicable specifications and that specified test records and/or certificates of

conformance are on file subject to examination.

This material was manufactured in the United States.

Specs , :
COFC: Certificate of Conformance Rev:
Part Text
HEAT ID/BATCH 2

APPROVED_ JA

N208 NB

All Non-Destructive Testing inspectors have been certified as
Level Il or Lev Mil-Std-410E. Castings are free from mercury L
enhoh,

contamination.

Authorized Signziure
Form 8.1-18 Rev. 10/5/23

S/N: 27246



) Heat Treating and Testing performed at 1. Worth location Work Order: 457424
TEXAS HEAT TREATING. INC. ; : T :
RAL Hea s Somns ASH100D /IS0 3001:2015 certified quality system Certification ID: 4574241
v i e Date: 12/12/2005
Eount Rack, TX ¥ Weth, TX 781
(&m:s:csaa = ;;?;;;‘;;fgg;x o C’ERTI FiCATION Page: 1of1
To: Dal-ai i
Hijaégcﬁj"‘*gsx L Purchase Order No: |27086
Point, TX 75472 USA Material: |8630
Spec(s):
Container Type I Qty

Wire Basket(Small) 1/2 / 1

Quantity Part Number / Part Name / Part Description

198 | D70807445 11-102 Int. T-Safety Clamp

Add'l Info: Customer Name/ PO# Ramey Martin 129364 Heat No 20922250 4 TEST BARS
Heat Treating Details:

{1] Normalize, 1650°F, Fan Cool

[2] Temper, 1250°F, Air Cool

[3] Harden, 1600°F, Oil Quench

{4] Temper, 1100°F, Air Cool

Certification Statement:

Process: 8630-Normalize/Harden-269:302 HBW-%- %-RMS-060 Rev A-FW
In Accordance with Spec(s): RMS-080, Rev A

Pounds
 560.34

Inspection Type Units / Scale Minimum Req. Maximum Req. Resuits Qty Tested Date { Comments
Surface Hardness - HBW

(Method: E10, Type A) HBW 0 297,323 15 Date Tested: 12/12/2025
Tensile Strength, Method; ASTM :

E8/EBM and ASTM A370 KSi 120.000 136.000 , 136.000 1 Date Tested: 12/12/2025
Yield Strength, 0.2% Offset,

Method: ASTM E8/ESM and Ksl 110.000 120.000 , 120.000 1 0.2% offset
ASTM A370

EE;QS?\;‘%{; dmfgﬁ' Ag?,gm % 14 17,17 1 1" initial gauge
igg‘gﬁ?"éog é’g iniéf‘f\??:& - % 25 42,42 1 0.255 initial diameter

%
veD S
pPPRO

IMPORTANT STATEMENT:

All test specimens and testing conform to applicable ASTM Standards, unless otherwise specified per writlen customer requirsment. Resulls apply {o the sample(s) tested andfor
inspected and are not necessarly indicative of the qualily of apparenily identical or similar products and do not extend to the iot or batch from which tested components were drawn.
The information in this Certification is intended for the use of Texas Heat Treating's client and may not be published or reproduced, except in full, without Texas Heat Yreatsr'!g‘s
expressed consent. Texas Heat Treating accepts no responsibility or liabifity for results due to non-representalive test items, improper sampling, ingufﬁm‘en!'testmg. or misinformation.
Material submitied to Metallurgical Lab will be discarded afier 30 days, excepts by prior written agreement. Inspection Types designated with an **" are not included in the THT scope

of accreditation for 1ISO 17025:2017.

O

Tonomba Arals, chsm.f

Eugenia Aydia W) | “mﬂtﬁ@ ig\;,s
Contract Review Specialist , il

Texas Heat Treating, Inc. (/}. ‘Z 2 o~

Texas Heat Treating. inc. 155 Texas Avente. Round Rock. TX, 78680, USA nitps://texasheattreating.cony Ph' (512) 255-5884 Fax; (512) 238-0408

S/N: 27246




Document:

CERTIFICATION
Magnetic Particle Inspection

Dol -Air
Investruent Castings

Hwy 69 NW Phone: 903-598-2226
Point, Texas 75472 Fax: 903-598-2228

1 Part Number /- i

2 | Customer SAerte; o7

3 | Alloy <b3o HT Condition | 4/ ST

4 | Vendor Heat # A5 PP G Heat ID Code 2

S | PO Number [2G 3L

6 Traveler/ w/ Release # FGis™

T Quantity S5 7

8 Inspected per ASTM E125-63

9 Acceptance Criteria | MSS-SP 53

Quantity Inspected Number Rejected Number accepted
224 A7 /192

DATE COMPLETED: /z/;/ /s
LEVEL Il APPROVAL: ,/éf/g //f o/

Form 8.6-4 8/12/21

S/N: 27246
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