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06-101

RMET K-30 TONG ASSY. COMPLETE LESS DIES AND 

HANGER

SERIAL NO.:  21102

S/N: 21102



RAMEY MARTIN ENERGY TOOLS

CERTIFICATION

The following equipment has been manufactured and accepted by our 

Quality Department in accordance with API Spec 7K, approved RMET 

specifications, quality procedures, and/or customer specifications.. 

PART NUMBER:

SERIAL NO.:

VERIFICATION PROCESSES INCLUDE:

DIMENSIONAL INSPECTION

FUNCTION TEST

MATERIAL CERTIFICATIONS

NDE IN ACCORDANCE WITH ASTM E709

PROOF LOAD TEST

DATE ISSUED.:21102

06-101

DESCRIPTION: RMET K-30 TONG ASSY. COMPLETE LESS DIES AND HANGER

This assembly was Proof Load Tested, prior to receiving its final MPI and functional 

testing.  A test load 1.5 times it's rated load capacity was applied for a minimum period 

of 5 minutes simulating the same manner as in actual service.  

All personnel performing Magnetic Particle Inspections are qualified to ASNT TC-1A 

Level II (minimum).  No relevant indications outwith the applicable acceptance criteria 

were detected.

Quality Representative

910 Coteau Road

New Iberia, LA 70560

Tel. (337)367-7497

Fax (337)364-5944

S/N: 21102
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Date



910 Coteau Road
New Iberia, LA 70560

Ph. (337) 367-7497
Fax (337) 364-5944

CERTIFICATION

Magnetic Particle Inspection

Inspection Criteria

Acceptance Standard API Spec 7K Media Type Magnaflux 20B

Inspection Procedure WI-009 Instrument S/N 12108

Method Type Wet Flourescent Instrument Desc. 12" Magnetic Coil

Serial / Job No. 21102

Part Number 06-101

Description RMET K-30 TONG ASSY. COMPLETE LESS DIES AND HANGER

Qty Inspected 1 Accepted 1 Rejected 0

Comments:

Date Inspected: 4/1/2026 Examination: Complete Assembly

Level II Inspector: Ian Gaspard

Signature:

S/N: 21102



Proof Load Test Certificate
Date: 1/5/2026 Description: K-30 Tubing Tong This equipment has been proof load tested in accordance with API 7K specifications,
Part Number: 06-101 Torque Rating: 5000 and has been approved for service by the Ramey Martin Quality Control Department.
Serial Number: 21102 Proof Torque: 7500 This graph shows the results of the proof load test on 1/5/2026 at 4:36 PM

Form Number: QF-033
Revision Level: A Quality Representative:
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By Darren Dooley at 8:40 am, Feb 07, 2023B23_06-108
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By Darren Dooley at 8:18 am, Feb 07, 2023B24_06-109
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Report Date: 2/6/2023
Report No: 1038611.00

Rev: A
Cust Acct: JPS492

To: JP Steel, LLC.
9541 FM 362
Brookshire, TX 77423

Ordered By: PO: 80487

Material: 17-4 H1150  .875"OD x 6"Long  Test Piece
Heat/ID: SP2205-G30  Tag:198687

Job Info: RMS-105 Rev. D

Charpy Test Results

No. Temp Location Foot Pounds %Shear Mils Lat Exp
1 -4°F LCVN 124-131-130 100-100-100 63-72-73

Unless otherwise stated, Charpy Impact specimens are V-notch 10 x 10 mm. Tested with 8 mm striker.

Mechanical testing performed at center

Document
Reviewed By:

Our reports are for the exclusive use of our customer and our name may be used only with prior written approval. Our reports apply only to the
sample tested or inspected and do not necessarily represent the quality of other apparently similar or identical materials.  All test specimens and
testing conforms to ASTM A-370 requirements unless otherwise stated. This test report shall not be reproduced, except in full, without the
written approval of Accu-Test Labs Ltd.
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